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Ada  Comp  tier  Validation  Capability  (AC7C)  Version  1,11  (Field-Test  Reloaae)  ^  TAP. 
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Price  code:  T99  (52,000  Foreign) 


P  ^ico  includes  documentation 


I  4.  l#CVV««rn?W  JVWrs 

The  ACVC  ia  unclnsnifled  U.5.  Software  Technology.  It  should  be  distributed  to 
domestic  and  foreign  requesters  according  to  U.S.  Department  of  Commerce  Regulation«. 
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the  Ada  Language  Reference  Manu.il  .  \  new  eff  lrl.il  m  ol  l:hu 

ACVC  ia  released  regularly  -  currently  an  18  month  cycle.  '.  ix  months  prior 

to  the  expiration  of  an  ACVC  version,  a  field  -  test  release  of  the  subsequent 

version  is  made  available  for  distribution.  ACVC  1.1')  was  officially  releasee/ 

in  Jun  88  and  will  expire  30  Nov  89.  •  .  _  _  „  .  .  .  _.  _  ,  . 
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14.  DATA  FILE  TECHNICAL  DESCRIPTION 


Source  tape  is  inJVSCII  character  set.  Character  sot  restricts 
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05.  Pile  Identilier  ot  Detcnpuve  Tula 

Aila  Compiler  Validation  Capability 
(ACVC)  Version  1.1 l  (Field-Test  Release) 


08.  Documentation 
Yea  No  |  Available 
X  1  lEnter  Citation) 


»<»hm  ID  '4urnf»f?r 
'  Con  It  it!  No  f 

| ACVC  t.ll  tar 


06  Short  Tula 

II m  wr nsi  Lahti  Namt) 

ACVC 11 


09.  Pile  Potuion  on  Reel 
__  ot  _ 


1 1 .  Submitting  Organization  &  Addratt 

ASD/SCEI. 

ACVC  Maintenance  Organization 
Bldg  676 

Wr ight-Pattcrson  AFB,  Oliio 
45433-6503 


12  Receiving  Organization  &  Atldreit 

U . !> .  Department  of  Commerce 
National  Technical  Information  Service 
5285  Port  Royal  Road 
Springfield,  VA  22161 


14.  Technical  Contacllil  A  Phone  Number!*) 

Steven  P.  Wilson  (513)  255-4472 


RECORDING  SYSTEM  CHARACTERISTICS 


EQUIPMENT  15 /roceijing  Unit 

manufacturer  Digital  Equipment  C,jrp  VAX  8630 

JtfjS ,  16.  Tape  Subfyitem 

M0DtL  DEC  TU81E/AA 


20.  Operating  Syltam, 

RECORDING  Ralaata  8,  Vartion  VAX/VMS  Version  4.7 

software  - 

21.  Utility  Program 

or  Data  Bast  Language  UNIXWRITE  (FORTRAN) 


23.  ChaMcieu  Dbc0  Cotht,  tSotcity,  24 

IGrjohicil  (Initrnti 


17.  No.  ot  Track*  18.  Parity  19.  Den»uy 

Othtr  Odd  I  Evan  tBPD 


22.  Intarnal  Fila  Idantitiar 


D EBCDIC  OfiELDATA  □  Non-Print  Coda* 


FILE  CHARACTERISTICS 


Header  Cj  ANSI  X  3.27  Standard  CD  Othar 

(Initrnti 

Ljbtil  Lj  [~  FIPS  Standard  Nona 


_  I  25.  Phyncal 
NUM0ER  I 

OF  - - - 

26.  Logical 
RECORDS  , 


27.  Regorrl  Type 

'  ^ 

1—  Fmed  Length 
0  Other  Than  Fi«*d 


28  Recordt/Block 
/Blocking  Factor  I 


30.  Phyncal 

RECORD  LA  Byte*  LJ  Char* 

LEND  .*H  I Logical 


Ui  Bytes  1 — 1  Chars.  —  Words  t  Biti/Word) 

c  Ovle*  C25  Char*.  i _ i  Word*  t  But/Word) 


SUPPLEMENTAL  INFORMATION 


One  File 

TYPE  OF  a-  Ona  Raal 

°$*L-  dSSSm 

□  r; 

_  Multiple  File* 
Lj  Multipit  Real* 


32.  Uta/Handlinq  Contiramt*  ISptci/y  >!  Ynl 

y»*  [  No  ’  The  ACVC  La  um*lasslf  led  U.S.  Software  Technology.  It  should  be  distributed  to 

‘  domestic  and  foreign  requesters  according  to  j.S.  Department  of  Commerce  Regulations. 
X  , 


33.  For  Submitting  Organization  U*e 


ACVC  1.11  Tape  Information 
(Field-Test  Release) 

UNIX  TAR  Format 


06/21/ 39 


1  INTRODUCTION 

The  Ada  Compiler  Validation  Capability,  Version  1.11,  was  written  in  UNIX 
TAR  format  on  one  tape  volume.  The  first  file  contained  within  the  tape 
archive  is  ACVC11.LST,  which  contains  the  names  of  all  of  the  remaining  files 
contained  within  the  TAR  set. 


2  TAPE  FORMAT 

The  tape  was  written  in  UNIX  TAR  format  at  a  density  of  1600  bpi,  with  2C 
records  as  the  block  size.  An  example  of  the  directory  path/filename  given  in 
the  header  for  each  file  is 

acvcll/tests/atests/a2/a21001a.ada 


3  SPECIAL  NOTE 

Special  attention  must  be  given  to  the  following  four  ACVC  tests  which 
contain  line  feed  characters — ASCII  control  character  LF — as  part  of  the 
tests: 


a220G6c.ada  b25002b.ada  a22006e.ada  b26005a.ada 

Since  UNIX  TAR  uses  a  line  feed  character  to  designate  the  end  of  a  line  of 
text,  these  line  feed  characters  cause  extra  lines  to  be  placed  in  each  test. 
The  tests  are  internally  documented  to  describe  the  actual  sequence  of 
characters  that  the  tests  should  contain. 


4  TEST  MODIFICATIONS 

The  Ada  tests  will  be  periodically  updated  and  corrected.  Their 
correctness  is  not  guaranteed  either  by  the  ACVC  Maintenance  Organization 
(AMO)  or  by  its  contractor.  Please  report  errors  in  writing  to 

Mr.  Steven  P.  Vilson 

ACVC  Maintenance  Organization 

ASD/SCEL 

Vright-Pat  person  Ar'B  .  OH  42422-6503 
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You  will  receive  notification  of  changes  to  this  version  on  a  periodic 
basis.  Please  notify  the  AMO  of  any  change  of  address. 


5  IMPORTANT  INFORMATION 

The  Field-Test  release  of  ACVC  Version  1.11  includes  some  required 
(".ADA")  tests  that  were  included  in  version  1.10  as  ".DEP"  tests.  The  file 
READ. ME  on  the  tape  discusses  significant  changes  from  ACVC  1.10  to  ACVC  1.11. 
A  hard  copy  of  this  file  is  included  with  this  notice,  under  the  title 
"Overview:  Field-Test  Release  of  ACVC  Version  1.11." 


